CROSSOVER

VARIES TO SUIT EXISTING PIT

TO COUNCIL

PRE-CAST CONCRETE

SPECIFICATIONL‘FF\ GRATE SURROUND.
I MORTAR RISER TO SET
SAW CUT EXISTING PIT / — GRATE SURROUND AT
WALL AND REMOVE I
1 I REQUIRED LEVEL
| —
PRE-CAST COVER SLAB I | 3Z:_
150mm THICK 32MPa, 110 FALL I I =
SL82 (CENTRAL). N | <
DIMENSIONS VARY TO J -
SUIT SIZE OF EXISTING _
SIDE ENTRY PIT AND \ CAST IN-SITU PIT WALLS
NEW OPENING LOCATION. N 50mm THICK, 32Mpa,
SL72 (CENTRAL)
SECTION /A
EXTENT OF CROSSOVER
CONFIRM WIDTH OF
EXISTING PIT ON SITE
2 x 0.6m x 0.6m BIKE SAFE
CLASS D, V-GRATES LOCATED
EXISTING SIDE ENTRY r CENTRAL TO EXISTING WATER
PIT WALLS (BELOW) TABLE ALIGNMENT (EVERHARD
MODEL 15141 OR SIMILAR

/— APPROVED).

1

r_
I

TRANSITION TRANSITION
OVER 0.5m TO OVER 0.5m TO
MATCH GRATE VARIES TO SUIT VARIES TO SUIT MATCH GRATE
SURROUND PIT LOCATION PIT LOCATION SURROUND
SIDE ENTRY PIT TO V GRATE CONVERSION
SCALE:N.TS.
NOTE:
1. IN MARINE GROUNDWATER ENVIRONMENTS CONCRETE SHALL BE TO EXPOSURE CLASSIFICATION C IN ACCORDANCE WITH AS 3600
FOR DURABILITY AND CHARACTERISTIC STRENGTH SHALL BE 50MPa WITH 30% FLYASH MIX.
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