RESIDENTIAL: 100mm THICK SLAB,
FOOTPATH EXTENSION SL62 REINFORCEMENT (CENTRAL)

25% MAXIMUM CROSS FALL INDUSTRIAL:  150mm THICK SLAB,
| | SL72 REINFORCEMENT (CENTRAL)

SUBGRADE COMPACTED TO 98% 100mm THICK 20mm QUARRY RUBBLE
STANDARD COMPACTION (SMDD) IN PM2/20 SUBBASE COMPACTED T0 95% CROSSOVER INVERT
ACCORDANCE WITH AS 1289.5.11 MODIFIED COMPACTIGN (MMDD) IN (REFER DETAIL SK1006)

ACCORDANCE WITH AS 1289.5.2.1

DRIVEWAY CROSSOVER SECTION (CONCRETE)

SCALE:N.T.S.
DETAIL TO BE READ IN CONJUNCTION WITH STANDARD DETAILS SK1006, SK1008, SK1010

NOTE:
1. ALL WORKS TG BE COMPLETED IN ACCORDANCE WITH DRIVEWAY CROSSOVER SPECIFICATION AVAILABLE FROM COUNCILS CITY ASSETS DEPARTMENT
2.BEFORE CONSTRUCTING DRIVEWAY CROSSOVERS CITY ASSETS SHOULD BE CONTACTED AS EXISTING LEVELS MAY NOT BE FINAL. FAILURE TO COMPLY MAY
RESULT IN ADDITIONAL EXPENSE TO THE OWNER
3. CONCRETE SPECIFICATIONS AS FOLLOWS:
a) NOMINAL &:2:1 MIX
b) f'c = 25 MPa MINIMUM, f'c = 32 MPa (WITHIN 1KM OF COASTAL AREA)
<) 80mm MAXIMUM SLUMP USING GRDINARY PGRTLAND CEMENT
d) MAXIMUM AGGREGATE SIZE OF 1kmm
3. PROTECTION TO BE GIVEN FROM THE SUN AND DAMAGE DURING THE FIRST SEVEN DAYS OF CURING.
4. CONCRETE T0 BE REINFORCED WITH STEEL FABRIC PLACED 50mm FROM TOPSIDE.
5. PREFABRICATED CONCRETE BLOCKS TO BE USED TO SUPPORT MESH.

FOOTPATH EXTENSION
200um PLASTIC 2.5% MAXIMUM CROSS FALL
| |
MEMBRANE PLACED PAVERS (REFER NOTES)
UNDER PAVERS /
OO0 NN Ty~ afoe =
o B
25mm LEVELING SAND
SUBGRADE COMPACTED TO 98% 100mm THICK 20mm QUARRY RUBBLE
STANDARD COMPACTION (SMOD) IN PM2/20 SUBBASE COMPACTED T0 95% (CFL?E‘;SEEUS’EETRA'::VSE&%)
ACCORDANCE WITH AS 1289.5.1.4 MODIFIED COMPACTION (MMDD) IN
ACCORDANCE WITH AS 1289.5.2.1
SCALE:N.T.S.
DETAIL TO BE READ IN CONJUNCTION WITH STANDARD DETAILS SK1006, SK1008, SK1010
NOTE:

1. ALL WORKS TO BE COMPLETED IN ACCORBANCE WITH DRIVEWAY CROSSOVER SPECIFICATION AVAILABLE FROM COUNCILS CITY ASSETS BEPARTMENT

2.BEFGRE CONSTRUCTING DRIVEWAY CROSSOVERS CITY ASSETS SHOULD BE CONTACTED AS EXISTING LEVELS MAY NOT BE FINAL. FAILURE TG COMPLY MAY
RESULT IN ADDITIGNAL EXPENSE TO THE OWNER

2. PAVING BLOCKS ARE TO BE 80mm TERRACOTTA/BRAZILIAN BROWN SMALL PACE PAVE COLOUR. ALTERNATIVE PAVERS ARE TO BE APPROVED IN WRITING BY
C(ITY ASSETS DEPARTMENT.

3. SEGMENTED PAVERS ARE TO HAVE THE FOLLOWING CHARACTERISTICS PER AS/NZS 4456; BREAKING LOAD TG 5kN, FLEXURAL STRENGTH TG 3 MPa, ABRASION
RESISTANCE TG BE 3.5 AND SLIP RESISTANCE TQ BE 0.4 AS PER AS/NZS 3661.
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